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IMPORTANT: Read ALL instructions before starting installation. Save instructions for later use.
CAUTION:    To reduce risk of shock, TURN OFF ELECTRICAL SUPPLY before installing/servicing track.
WARNING:   TRACK must be installed with its intended use and in accordance of National Electrical Code (NEC) 

and/or any local codes. Failure to do so may result in serious injury and/or damage.

Canopy X-Series
INSTALLATION INSTRUCTIONS

RECOMMENDED TOOLS

Screw Diver
(Phillips)

Wire  
Nuts

Wire  
Cutter/Stripper Saw

SAFETY INSTRUCTIONS
•  Observe and follow all label information and instructions regarding dry, damp and wet location listings, proper 

lamp type and wattage, warnings of installation near combustible materials and/or insulation. 
• Turn off power at circuit breaker before attempting to install or perform maintenance on the fixtures.
• Be sure to connect ground wire to prevent electric shock or other potential hazards.
•  Product must be installed in a manner consistent with the intended use and in compliance with national 

electrical codes and local codes.
•  WARNING: RISK OF FIRE. Consult a qualified electrician before installation. The fixture must be connected with 

supply conductors rated for a minimum 60°C.
•  This product must be installed in accordance with the applicable installation code by a person familiar with the 

construction and operation of the product and the hazards involved.

INSTALLATION INSTRUCTIONS

Make wiring connections as needed. Screw canopy plate into electrical box.
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