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IMPORTANT: Read ALL instructions before starting installation. Save instructions for later use.
CAUTION:    To reduce risk of shock, TURN OFF ELECTRICAL SUPPLY before installing/servicing track.
WARNING:   TRACK must be installed with its intended use and in accordance of National Electrical Code (NEC) 

and/or any local codes. Failure to do so may result in serious injury and/or damage.

SAFETY INSTRUCTIONS

• Do not exceed the nominal supply voltage or amperage ratings.
• RISK OF FIRE For indoor use only. Most dwellings built pre-1985 use supply wire rated at 60°C.  

Consult a qualified electrician before installation.
• To reduce the risk of fire and shock, use only luminaires intended for use with Solais J-type, 120 V track systems.
• Solais STR8Line Track Linears are compatible with J-, H-, and L-type track systems.
• Do not exceed the nominal supply voltage or amperage rating.
• Make sure that all Track is properly installed before installing fixture.

 STR8LINE TRACK FIXTURE INSTALLATION

INSERT ADAPTER INTO TRACK, PULL TAB ON 
ADAPTER AND ROTATE 90° TO LOCK INTO TRACK 
(J-type: turn counter clockwise; L- and H-type: clockwise)   

       CLICK INTO TRACK

INSTALL FIXTURE INTO TRACK BY PUSHING
IT INTO TRACK, AN AUDIBLE "CLICK" WILL 
CONFIRM IT IS SAFELY INSTALLED INTO TRACK   
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INSERT ADAPTER INTO TRACK, 
PULL TAB ON ADAPTER AND 
ROTATE 90° TO LOCK INTO TRACK
For J-type: turn counter clockwise; 
For L- and H-type: clockwise
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